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8 Fixed Gear Installation 
 

This section describes the following steps for the installation of the fixed gear:  

8.1 Aligning the gear legs and fitting the plywood brackets 

8.2 Reinforcing the attachment points for the gear legs in the fuselage  

8.3 Assambling  the Gear Legs in the fuselage 

8.4 Fitting the wheel covers and the fairings to the fuselage an assambling the wheels 

 

8.1 Aligning the gear legs and fitting the plywood brackets 

 

Reinforce each knee with a 4m 
carbon roving 1610 Tex    

This knee also needs 
to be reinforced 



 
Revision 1.5 

7.1 

FG 

8 
 

 

 

 
 

Any tube to align 
the legs  535mm 

1300mm 

Machine square holes into  a 
wood bars to align the legs 

Floor 

Floor 

60mm 

Bend a 25mm tube 
in the middle to 
align the legs with a 
dyhedral of 60mm  

Centerline  

Measured 
under tube  
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8.2 Reinforcing the attachment points for the gear legs in the fuselage 

 
 

- One Layer 200 g/m² Carbon 
around the mounting block 
(fill edges with cotton flox)  
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- One Layer Fibreglass fabric 
296g/m² laminated in all the edges. 
(fill edges with cotton flox) 
- Cover wood with resin!  

- Drill one 30 mm hole into each plywood where 
the position of the zylindrical end of the leg is   
- Put thr rubber hose over each gear leg end 
- Fix the two plywood brackets with 5 min. resin in 
the right position 
!! The heigth of the leg ends to each other can be 
differend. Important is the aligning of the whels !! 

70mm 
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8.3 Assambling  the gear legs in the fuselage 

 

 
 

 

 

 

 

- Put the Rubber 140 x 60 x 1 under 
the gear leg into the mounting 
block 

- Put the Rubber hose over the 
Aluminium Bar 

- Aluminum Bar  

- three Lock Nuts M8 
with washer  
!! Tighten the Nuts with 
a max torque of 22Nm!! 

- Brake Tube  
(Put a rubber tube over the 
brake tube where the hole in 
the leg is!) 
 

- For BRS option: Attach the steel 
cable to the aluminium bar 

Fuselage 
Bottom 
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8.4 Fitting the wheel covers and the fairings to the fuselage and assambling the wheels  

120
°

M6 x 60

Nut M8 with washer

Gear Leg

Wheel axle

Wheel fairing
alu bracket

M8 x 60
30,5

   
 
 

 

Fig. 3.3.4 
connect wheel 
hub and landing-
gear strut 

Direction of flight 

Turn this bracket until the wheel 
fairing is in the right position as 
shown in the following picture. 
!! Drill the 6mm hole through gear 
leg after aligning !! 

Brake 
cylinder 

M6 x 55 
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220mm 
(When horizontal stabilizer in 
horizontal position, lift the 
fuselage tail up) 
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Front 

Brake Tube 

Wheel Fairing 
Alu Bracket 
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Drill holes through the wheel 
fairings and the aluminum 
bracket 
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Wheel Fairing 

Wheel 

Wheel 
Bairing 

Set screw M6x30  

Wheel fairing bolt 

Bolt M6x10 
DIN ISO7384 
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The fairing must be pressed 
to the fuselage bottom while 
installing the two M6 bolts. 
 
The fairing must be moveable 
to the fuselage bottom!  

Fairing is attached with 
one M6 bolt from the 
outside and one M6 bolt 
from the inside to the 
gear leg. 
(A M6 threaded hole can 
be drilled into the 
centerline of the leg.) 
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Srew fairing coverplate with two  
bolts M6x10 zn DIN ISO7384 
through wheel fairing and alu 
bracket 

Screw fairing coverplate to wheel 
fairing with four screws 


